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LOT 4 BLOCK 1, HAMILTON'S 1ST ADDITION
BISMARCK, NORTH DAKOTA
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PRUNE DAMAGED OR DEAD ‘ 2 .S
EXISTING SANITARY SEWER 0 CONTRACTORS WISHING TO SUBMIT BIDS FOR THIS LANDSCAPING PROJECT SHALL BE CLEAR AND GRUB SITE BEFORE SEEDING ENSURING THAT THE SITE IS IN A SMOOTH v g2
TO PLANTINGE FANT AL L RESPONSIBLE FOR FIELD VERIFYING ALL CONDITIONS. ® CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2° IN DIAMETER. Sk SN, HANE SCENTIEIC NAVE E Sl 5 5
EXISTING WATERMAIN CuTS OVER ¥ Dis- =
22 2 panr sz on D PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJONING PROPERTES. PROVIDE & FERTLIZE SOL DURING THE SEEDING PROCESS USING AN APPROPRIATE APPLICA now o ) ) (4]
EXISTING GASE LINE 5 2 PANTD STEEL OF SO BARRICADES, COVERINGS OR OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT PROCESS. " FERTIUZER SHALL BE 10~10-10 AND APPLIED AT A RATE OF 4 LBS. W | aw |amur mare Acer ginnalo 1-1/2" Cal. 8 <
STAXES & LONG, 8UrD WRE ADLST TENSON BY DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES. 1000 SQUARE FEET. E
EASING ELECTRIC LINE sou "ttt 3 5eR HEE ovtuenT o Tk 2oriy DAMAGE THAT OCCURS TO PLANTS DURING TRANSPORTATION AND INSTALLATION WILL BE @ /4 1/ m
2 ove o SEED SHALL BE DRILL SEEDED TO A DEPTH OF 1/4" T0 1/2° AND SHALL BE EVENLY @
EXISTING TV LINE TR S O oy THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR. SPREAD. AFTER SEED HAS BEEN SOWN, THE SOL SHALL'BE REPACKED IMMEDIATELY S| e aome commanr s i N—— 3 .
PROTECTVE TRuN. . . AFTER THE SEED IS APPUED TO FIRW THE SOL AROUND THE SEED. NO SEED SHALL BE g » Z
STORM SEWER BY OTHERS ‘BARRER <7 Coom OF POOTEALL AT ® AL PLANTNG BEDS SHALL BE INSTALLED WITH 3" OF 2" CRUSHED ROCK MULCH, PLACED ON DAYS WHERE THE WIND IS STRONG ENOUGH TO PREVENT IT FROM BEING &
i HGE, T B LANDSCAPE FABRIC WITH A MINIMUM WEIGHT OF 4 OZ./SY, AND WHEREVER NECESSARY, PROPERLY IMBEDDED TG THE SOl =]
EXISTING GATE VALVE SR RO BASE o 67 COMMERCIAL GRADE BLACK PLASTIC EDGING TO CONTAIN THE PLANTING BED. 2]
PLACED To A DEPTH O ; . m;g’gg‘g W & SEED MUST SHOW A DENSITY OF 20 TO 30 SEEDUNGS PER SQUARE FOOT BEFORE Z.
EXISTING HYDRANT 47 IN A WUTTLE RING = HOLE BEFORE PLANTING. ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE ACCEPTANCE W’LL OCCUR. mE CONTRACTOR SHALL FURNISH AND REPLACE WITHOUT
ARGUND. SOUTARY TREES SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING, TON THEREFORE, ANY SEED FOR AREAS THAT HAVE NOT oS coowy or RooTuL =
EXISTING CONTOUR THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING. GERMINATED, HAVE DIED, OR ARE DAMAGED THE EXTENT THAT REPLACEMENT IS A rors 20 mvrm Rs
SeT RoOTBAL oY REQUIRED. 70 CONFORM' 10, THE REGUREMENTS OUTLNED. ABOVE, " THE CoNTRACT ROUGHEN EDGES OF
EXISTING GRADE Tt S 0 > SOLTARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH WARRANTY PERIOD SHALL ALSO APPLY TO THIS ITEM. TR n
PREVT SeTme. SHALL BE PLACED AROUND THE TREE IN A MUTILE RING THAT CONFORMS TO THE DETAIL
EXISTING ASPHALT PAVEMENT AR L PROVIDED FOR TREE PLANTINGS. &> CONTRACTOR SHALL BE RESPONSIBLE TO REPAIR ANY EROSION SCARS OR WASHOUTS
e i UNTL THE DATE THAT FINAL SEED STAND IS ACCEPTED.  SEE EROSION CONTROL PLAN  gecur up soor sus
EXISTING CONCRETE PAVEMENT @ CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES CONFIRMING THE FOLLOWING: FOR EROSION CONTROL METHODS. L) PLANT Wi TOPSOL
EXISTING DECIDUOUS TREE TREE_PLANTING DETAIL FURNISHED TREES GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS, AND PARKING REQUIREMENTS BEREE Secm”
TYPICAL FOR ALL DECIDUOUS, SINGLE-TRUNK, TREES NTS HEALTHY CONDITION FDR 365 DAYS MINIMUM FROM DATE LANDSCAPE INSTALLATION
EXISTING CONIFEROUS TREE IS ACCEPTED AS COMPLE REQUIRED: PROVIDED:
1 PARKING STALL/600 SF STORAGE AREA: 84 STALLS N
= 5 %% %souc = PROPOSED STORM SEWER LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING AND CARING FOR ALL 49,400 SF/600 = 82 STALLS
PROPOSED SANITARY SEWER PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF FINAL - 7 roomus o
INSPECTION AND APPROVAL. 5 G =
ROPOSED WATERMAIY LANDSCAPING REQUIREMENTS e -
W
ATE] FENCING NOTES TOPSOIL _NOTES REQUIRED INTERIOR LANDSCAPING: PROVIDED INTERIOR LANDSCAPING: T — DRAWN BY: CW
PROPOSED GATE VALVE @ INSTALL A 6° HIGH OPAQUE VINYL FENCE PER CITY OF BISMARCK REQUIREMENTS FOR @ TOPSOIL IS STOCKPILED ON SITE AND WLL BE PLACE FOR THE LANDSCAPE CONTRACTOR |24 SHRUBS :ggéuéliﬁs B 3 JP
DUMPSTER SCREENING. TO SPREAD AND FINISH GRADE. ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE, 3 SHADE TREES 2 SHADE TREES 1 GALLON OF LARGER PERENNIAL OR SHRUB CHECK By:¥—
PROPOSED HIDRANT CURB & GUTTER OR OTHER IMPROVEMENTS SHALL BE COVERED WITH A MINIMUM OF 67 DATE:
PROPOSED CONCRETE OF TOPSOL. AND SEEDED  ACCORDING 70, SPEGIFICATIONS. REQUIRED STREET TREES: PROVIDED STREET TREES: SHRUB/PERENNIAL PLANTING DETAIL P
) TOPSOL SHALL BE PLAGED AND SEEDED 45 SOON AS PRACTICAL TO MINIIZE WD anp > PER 100 FEET = & TREES 6 TREES TYPICAL FOR ALL SHRUBS AND PEPENNIALS NTS . #:
PROPOSED CONTOUR WATER EROSION. BACKFILL BEHIND CURB AND GUTTERS AND SIDEWALK AS SOON AS  ReQUIRED PERIMETER PARKING: PROVIDED PERIMETER PARKING: ) COMPUTER FILE:
EROPGSED FENCE REASONABLE TO PREVENT STANDING WATER AND PROTECT THE IMPROVEMENTS. CONTINUOUS MEDGE CONTINUOUS HEDGE
P: \Bismerck\Hamilton's
ggoumm LANDSCAPE BUFFER YARD: PROMzEb LANDSCAPE BUFFER YARD: 0 20" 40 |s\‘\' L4 BK1\ 2018.dwg
CONTRACTOR SHALL REPLACE ANY PLANTINGS E
WHICH ARE DISTURBED ON EXISTING BERM = =
WARRANTY / DISCLAMER SAFETY NOTICE TO CONTRACTOR NOTCE TO REPLACEMENT SHALL MATCH SIZE, TYPE, AND SCALE: 1" = 20
— = = - = QUANTITY OF EXISTING PLANTINGS.
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